
 
 

Technical Information  

  POB FILM 

   
Description: POB is a special co-extruded pearlescent white Biaxially Oriented Polypropylene 

film designed for label applications. 
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 Pearlescent White Biaxially Oriented Polypropylene 
  

   
Application: POB film is designed for wrap around label and reel-fed. 

 
Characteristic: *  High yields. 

*  Consistent friction. 
*  Excellent ink & coating adhesion.

*  Pearlised white premium appearance. 
*  Good stiffness 

 
Standard Thickness:  38 μm 

 
PROPERTIES UNITS TESTING 

METHODS 
TYPICAL VALUES 

(POB-38) 
Mechanical:    
Tensile     MD N/mm2 ASTM D 882 85−100 
Strength     TD   150−160 
Elongation  MD % ASTM D 882 110−150 
                  TD   40−60 
Secant Modulus (1%)  MD N/mm2 ASTM D 882 1000 
Physical:    
Coefficient of Friction (F/F)  ASTM D 1894 0.30−0.40 
Opacity  ASTM D 2457 65−70 
Thermal:    
Thermal       MD 
Shrinkage         TD 

% ASTM D 1204 
120ºC, 5 min 

3.5 
2.0 

Miscellaneous:    
Surface tension Dyne ASTM D 2578 37-38 
 

 

 

The information and recommendation contained herein represent the best information available to BTS at the time of 

preparation. This information can be change at anytime without notice.  
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